
Nedsenkbare
pumper

FOR HAGE, BOLIG, 
BYGG, INDUSTRI 
OG LANDBRUK



DAB er en av Europas ledende vannpumpeprodusenter. Selskapet ble etablert i Veneto, Italia i 1975, 
og har produsert motordrevne pumper i mer enn 35 år. DAB har de siste 15 årene vært eiet av 
Grundfos, og produserer mer enn 2 millioner pumper årlig. Pumpene er laget av de beste materialer, for 
å tåle både indre og ytre belastninger, samt å sikre høy ytelse, kvalitet og holdbarhet gjennom et langt 
livsløp. Pumpene er utviklet med tanke på brukervennlighet og høy effektivitet. Tross høy kvalitet og 
driftsikkerhet er pumpene meget konkurransedyktige på pris. 

DAB produserer en rekke nedsenkbare pumper for hjem og hage, jordbruk, industri, bygg og anlegg. Vi 
har pumper for ulike oppgaver, og væsker - alt fra forbruksvann til gråvann og kloakk, syrer og andre 
etsende væsker. 

LENSE-/SENKEPUMPER
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Kompakte og lette lensepumper for hjem 
og hage, landbruk og byggeplasser  
 
  
De nedsenkbare pumpene i NOVA-serien er egnet 
for drenering av kjellere og garasjer som er utsatt for 
flom. Pumpene er meget kompakte og lett å håndtere, 
og kan også brukes til å løfte vann fra tanker, sjakter, 
groper eller elver, tømming av svømmebassenger, 
fontener o.l. Alle pumpene i serien har kabel med 
støpsel for stikkontakt.

NOVA UP  har tilkobling i topp, og har avtagbart filter 

i bunnen gjør pumpen i stand til å senke restnivået til 

2 mm. M-A modellene er utstyrt med flotørbryter. 

M-AE modellene er utstyrt med innebygd nivåbryter 

med regulering av startnivå, for automatisk drift ved 

fast installasjon. Dersom man ikke trenger nivåbryter

i det hele tatt er det TN-A modellene man skal ha.

DAB NOVA  Salt er spesielt konstruert for bruk i saltvann. 

Perfekt for tømming av svømmebassenger, 

enten det er fylt med klor- eller 

saltvann. Pumpen håndterer 

partikler opp til 10 mm, og egner 

seg derfor også til drenering 

av kjellere, garasjer osv. 

Pumpene har hengende 

flotørbryter.

NOVA, NOVA UP
NOVA SALTog

NOVA UP M-A

NOVA M-A

NOVA TN-A
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KAPASITETSOMRÅDE

NOVA UP M-AE
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SELECTION TABLE - NOVA

NOVA RANGE
SUBMERSIBLE PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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NOVA UP X

VERTY NOVA

NOVA

NOVA UP
NOVA UP MAE

MODEL
Q= m3/h 0 1 2 3 4.5 5 6 7 7.5 9 10 12 13.5 15

Q=l/min 0 16.6 33.3 50 75 83.3 100 116.6 125 150 166.6 200 225 250

NOVA 180 M
H

(m)

4.95 4.45 3.9 3.15 1.7 1.15

NOVA 300 M 7.18 6.7 6.23 5.8 5.2 5 4.6 4.2 4 3.42 3 2.2

NOVA 600 M-T 10.2 9.7 9.3 8.9 8.3 8.1 7.8 7.4 7.2 6.6 6.1 5 4.1 3.1

DAB PUMPS reserves the right to make modifications without notice.
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SELECTION TABLE - NOVA

NOVA RANGE
SUBMERSIBLE PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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NOVA UP X

VERTY NOVA
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MODEL
Q= m3/h 0 1 2 3 4.5 5 6 7 7.5 9 10 12 13.5 15

Q=l/min 0 16.6 33.3 50 75 83.3 100 116.6 125 150 166.6 200 225 250

NOVA 180 M
H

(m)

4.95 4.45 3.9 3.15 1.7 1.15

NOVA 300 M 7.18 6.7 6.23 5.8 5.2 5 4.6 4.2 4 3.42 3 2.2

NOVA 600 M-T 10.2 9.7 9.3 8.9 8.3 8.1 7.8 7.4 7.2 6.6 6.1 5 4.1 3.1

UTVELGELSESTABELL

NOVA
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NOVA 200 / NOVA 300 - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
A

CAPACITOR
kW HP µF Vc

NOVA 200 M-NA - SV* 1 x 220 - 240 V ~ 0.35 0.22 0.3 1.5 8 450

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

The performance curves are based on kinematic viscosity values = 
1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
A

CAPACITOR
kW HP µF Vc

NOVA 300 M-A 1 x 220 - 240 V ~ 0.35 0.22 0.3 1.6 8 450

NOVA 300 M-A - SV* 1 x 220 - 240 V ~ 0.35 0.22 0.3 1.6 8 450

MODEL A B C D E H H1 H2 LEV. 
MIN.

LEV. 
MAX.

DNM
GAS

PACKING DIMENSIONS
CABLE VOLUME

(m3)
WEIGHT

kgL/A L/B H

NOVA 200 M-NA - SV* 148 148 46 – 82 253 – 38 – – 1¼” 287 202 320 10 mt. 0.019 4.5

MODEL A B C D E H H1 H2 LEV. 
MIN.

LEV. 
MAX.

DNM
GAS

PACKING DIMENSIONS
CABLE VOLUME

(m3)
WEIGHT

kgL/A L/B H

NOVA 300 M-A 181 235 46 296 82 262 354 47 85 285 1¼”G 287 202 320 5 mt. 0.019 4.6

NOVA 300 M-A - SV* 181 235 46 296 82 262 354 47 85 285 1¼”G 287 202 320 10 mt. 0.019 4.6

NA: Non-automatic, without float
* With special stainless steel pump shaft 

A: Automatic with float - NA: Non-automatic, without float
* With special stainless steel pump shaft 

M
IN
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NOVA 300
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SELECTION TABLE - NOVA

NOVA RANGE
SUBMERSIBLE PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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NOVA UP X

VERTY NOVA

NOVA
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MODEL
Q= m3/h 0 1 2 3 4.5 5 6 7 7.5 9 10 12 13.5 15

Q=l/min 0 16.6 33.3 50 75 83.3 100 116.6 125 150 166.6 200 225 250

NOVA 180 M
H

(m)

4.95 4.45 3.9 3.15 1.7 1.15

NOVA 300 M 7.18 6.7 6.23 5.8 5.2 5 4.6 4.2 4 3.42 3 2.2

NOVA 600 M-T 10.2 9.7 9.3 8.9 8.3 8.1 7.8 7.4 7.2 6.6 6.1 5 4.1 3.1

DAB PUMPS reserves the right to make modifications without notice.
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SELECTION TABLE - NOVA

NOVA RANGE
SUBMERSIBLE PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE

Q m3/h

0

0 10 20 30 40 50 60

Q IMP gpm

Q US gpm

0 50 100 150 200 250

0 1 2 3 4 Q l/s

Q l/min

20 4 6 8 10 12 14 16

0

2

4

6

8

10

H
m

H
kPa

0

20

40

60

80

100

H
ft

0

5

10

15

20

25

30

NOVA UP X

VERTY NOVA

NOVA

NOVA UP
NOVA UP MAE

MODEL
Q= m3/h 0 1 2 3 4.5 5 6 7 7.5 9 10 12 13.5 15

Q=l/min 0 16.6 33.3 50 75 83.3 100 116.6 125 150 166.6 200 225 250

NOVA 180 M
H

(m)

4.95 4.45 3.9 3.15 1.7 1.15

NOVA 300 M 7.18 6.7 6.23 5.8 5.2 5 4.6 4.2 4 3.42 3 2.2

NOVA 600 M-T 10.2 9.7 9.3 8.9 8.3 8.1 7.8 7.4 7.2 6.6 6.1 5 4.1 3.1

NOVA 600

DAB PUMPS reserves the right to make modifications without notice.
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The performance curves are based on kinematic viscosity values = 
1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

A: Automatic with float - NA: Non-automatic, without float
* With special stainless steel pump shaft 

NOVA 600 - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
A

CAPACITOR
kW HP µF Vc

NOVA 600 M-A 1 x 220 - 240 V ~ 0.80 0.55 0.75 3.4 14 450

NOVA 600 T-NA 3 x 400 V ~ 0.80 0.55 0.75 1.6 - -

NOVA 600 M-A - SV* 1 x 220 - 240 V ~ 0.80 0.55 0.75 3.4 14 450

NOVA 600 M-NA - SV* 1 x 220 - 240 V ~ 0.80 0.55 0.75 3.4 14 450

NOVA 600 T-NA - SV* 3 x 400 V ~ 0.80 0.55 0.75 1.6 - -

MODEL A B C D E H H1 H2 LEV. 
MIN.

LEV. 
MAX.

DNM
GAS

PACKING DIMENSIONS
CABLE VOLUME

(m3)
WEIGHT

kgL/A L/B H

NOVA 600 M-A 193 235 56 296 90 334 443 73 190 390 1¼” 287 202 431 5 mt. 0.025 7

NOVA 600 (M-T)-NA 162 160 56 – 90 334 – 73 – – 1¼” 287 202 431 10 mt. 0.025 6.7

NOVA 600 M-A - SV* 193 235 56 296 90 334 443 73 190 390 1¼” 287 202 431 5 mt. 0.025 7

NOVA 600 (M-T)-NA SV* 162 160 56 – 90 334 – 73 – – 1¼” 287 202 431 10 mt. 0.025 6.7
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NOVA UP
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NOVA UP - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-A 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 300 M-NA 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-A 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

NOVA UP 600 M-NA 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-A 296 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 300 M-NA 296 111.6 1” ¼ 265 225 317 10 mt. 0.018 5.6

NOVA UP 600 M-A 332 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

NOVA UP 600 M-NA 332 75.9 1” ¼ 265 225 352 10 mt. 0.021 7.1

L1

160

L2

160

 L
1

 L
2

NOVA UP 300 

NOVA UP 600
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NOVA UP - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-A 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 300 M-NA 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-A 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

NOVA UP 600 M-NA 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-A 296 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 300 M-NA 296 111.6 1” ¼ 265 225 317 10 mt. 0.018 5.6

NOVA UP 600 M-A 332 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

NOVA UP 600 M-NA 332 75.9 1” ¼ 265 225 352 10 mt. 0.021 7.1
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NOVA UP - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-A 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 300 M-NA 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-A 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

NOVA UP 600 M-NA 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-A 296 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 300 M-NA 296 111.6 1” ¼ 265 225 317 10 mt. 0.018 5.6

NOVA UP 600 M-A 332 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

NOVA UP 600 M-NA 332 75.9 1” ¼ 265 225 352 10 mt. 0.021 7.1
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NOVA UP MAE - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-AE 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-AE 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-AE 296.2 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 600 M-AE 324 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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NOVA UP - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-A 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 300 M-NA 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-A 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

NOVA UP 600 M-NA 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-A 296 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 300 M-NA 296 111.6 1” ¼ 265 225 317 10 mt. 0.018 5.6

NOVA UP 600 M-A 332 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

NOVA UP 600 M-NA 332 75.9 1” ¼ 265 225 352 10 mt. 0.021 7.1
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NOVA UP MAE - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-AE 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-AE 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-AE 296.2 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 600 M-AE 324 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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NOVA UP MAE - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-AE 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-AE 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-AE 296.2 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 600 M-AE 324 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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NOVA UP MAE - CLEAN WATER DRAINING SUBMERSIBLE PUMPS FOR DOMESTIC USE
Liquid temperature range: from 0 °C to +35 °C for domestic use

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

NOVA UP 300 M-AE 1 x 220 - 240 V ~ 0.38 0.21 0.28 1.5

NOVA UP 600 M-AE 1 x 220 - 240 V ~ 0.77 0.52 0.69 3.5

MODEL L1 L2 DNM GAS
PACKING DIMENSIONS

CABLE VOLUME
(m3)

WEIGHT
kgL/A L/B H

NOVA UP 300 M-AE 296.2 75.9 1" ¼ 265 225 317 10 mt. 0.018 5.8

NOVA UP 600 M-AE 324 111.6 1” ¼ 265 225 352 10 mt. 0.021 7.3

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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NOVA UP M-A NOVA UP M-AE
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TECHNICAL DATA

The Nova Salt W M-A is a multi- purpose submersible 
pump specifically constructed for use in salt water.
Anti-corrosive and rust-proof materials.
Motor casing, shaft, screws and nuts made of stainless 
steel AISI 316.
Cable with tin plated conductors.
Motor with thermic overload protection.
Wear resistant shaft and impeller.

Excellent cooling of the motor that enables the pump to 
operate even when it is partially submersible.
Manual and  Automatic version with start/ stop float 
switch.
Supplied with power cable with plug and self-sealing 
fitting.

SALT WATER

ELECTRICAL DATA

VOLTAGE
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

1X230 V~ 0,28 0,2 0,28 1,3

MODEL CODE

NOVA SALT W M-A 60122652

NOVA SALT W
SUBMERSIBLE PUMPS

MODEL A B C D E H H1 DNM GAS CABLE Q.Ty X PALLETS WEIGHT KG

NOVA SALT W M-A 140 48 107 95 195 270 230 11/4” 10 mt. 48 3,9
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TECHNICAL DATA

The Nova Salt W M-A is a multi- purpose submersible 
pump specifically constructed for use in salt water.
Anti-corrosive and rust-proof materials.
Motor casing, shaft, screws and nuts made of stainless 
steel AISI 316.
Cable with tin plated conductors.
Motor with thermic overload protection.
Wear resistant shaft and impeller.

Excellent cooling of the motor that enables the pump to 
operate even when it is partially submersible.
Manual and  Automatic version with start/ stop float 
switch.
Supplied with power cable with plug and self-sealing 
fitting.

SALT WATER

ELECTRICAL DATA

VOLTAGE
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

1X230 V~ 0,28 0,2 0,28 1,3

MODEL CODE

NOVA SALT W M-A 60122652

NOVA SALT W
SUBMERSIBLE PUMPS

MODEL A B C D E H H1 DNM GAS CABLE Q.Ty X PALLETS WEIGHT KG

NOVA SALT W M-A 140 48 107 95 195 270 230 11/4” 10 mt. 48 3,9
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TECHNICAL DATA

The Nova Salt W M-A is a multi- purpose submersible 
pump specifically constructed for use in salt water.
Anti-corrosive and rust-proof materials.
Motor casing, shaft, screws and nuts made of stainless 
steel AISI 316.
Cable with tin plated conductors.
Motor with thermic overload protection.
Wear resistant shaft and impeller.

Excellent cooling of the motor that enables the pump to 
operate even when it is partially submersible.
Manual and  Automatic version with start/ stop float 
switch.
Supplied with power cable with plug and self-sealing 
fitting.

SALT WATER

ELECTRICAL DATA

VOLTAGE
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

1X230 V~ 0,28 0,2 0,28 1,3

MODEL CODE

NOVA SALT W M-A 60122652

NOVA SALT W
SUBMERSIBLE PUMPS

MODEL A B C D E H H1 DNM GAS CABLE Q.Ty X PALLETS WEIGHT KG

NOVA SALT W M-A 140 48 107 95 195 270 230 11/4” 10 mt. 48 3,9

Q m3/h0 1 2 3 4 5 6 7 8
0

1

2

3

4

5

6

7

0

4

8

12

16

18

0

0
0

Q l/s
Q l/min

Q IMP gpm
Q US gpm

0
0

0,5 1 1,5 2
20 40 60 80 100 120

H
m

H
ft

P
kPa

10

20

30

40

50

60

70

5 10 15 20 25 30 35
5 10 15 20 25

NOVA SALT W

NOVA SALT

DAB PUMPS reserves the right to make modifications without notice
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TECHNICAL DATA

The Nova Salt W M-A is a multi- purpose submersible 
pump specifically constructed for use in salt water.
Anti-corrosive and rust-proof materials.
Motor casing, shaft, screws and nuts made of stainless 
steel AISI 316.
Cable with tin plated conductors.
Motor with thermic overload protection.
Wear resistant shaft and impeller.

Excellent cooling of the motor that enables the pump to 
operate even when it is partially submersible.
Manual and  Automatic version with start/ stop float 
switch.
Supplied with power cable with plug and self-sealing 
fitting.

SALT WATER

ELECTRICAL DATA

VOLTAGE
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

1X230 V~ 0,28 0,2 0,28 1,3

MODEL CODE

NOVA SALT W M-A 60122652

NOVA SALT W
SUBMERSIBLE PUMPS

MODEL A B C D E H H1 DNM GAS CABLE Q.Ty X PALLETS WEIGHT KG

NOVA SALT W M-A 140 48 107 95 195 270 230 11/4” 10 mt. 48 3,9
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TECHNICAL DATA

The Nova Salt W M-A is a multi- purpose submersible 
pump specifically constructed for use in salt water.
Anti-corrosive and rust-proof materials.
Motor casing, shaft, screws and nuts made of stainless 
steel AISI 316.
Cable with tin plated conductors.
Motor with thermic overload protection.
Wear resistant shaft and impeller.

Excellent cooling of the motor that enables the pump to 
operate even when it is partially submersible.
Manual and  Automatic version with start/ stop float 
switch.
Supplied with power cable with plug and self-sealing 
fitting.

SALT WATER

ELECTRICAL DATA

VOLTAGE
50 Hz

P1 MAX
kW

P2 NOMINAL In
AkW HP

1X230 V~ 0,28 0,2 0,28 1,3

MODEL CODE

NOVA SALT W M-A 60122652

NOVA SALT W
SUBMERSIBLE PUMPS

MODEL A B C D E H H1 DNM GAS CABLE Q.Ty X PALLETS WEIGHT KG

NOVA SALT W M-A 140 48 107 95 195 270 230 11/4” 10 mt. 48 3,9
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Profesjonell lensepumpe i rustfritt stål 
for større oppgaver  
 
  
DAB Drenag er beregnet for industri og prosess-, miljø- og 
renseteknikk, men er også egnet for drenering av byggeplass, 
eller kjellere som er utsatt for flom. Pumpen kan også brukes til 
å løfte vann fra tanker, sjakter, groper eller elver, tømming av 
bassenger, dammer o.l. Pumpen er utstyrt med flotørbryter, for 
automatisk drift ved fast installasjon. Pumpen har 1-fas motor 
med innebygget termisk motorbeskyttelse. Kommer med 10 m 
kabel med støpsel for stikkontakt.

DRENAG

Væske: Rent eller tilsmusset vann, vann som innehol-
der sand eller jord, gråvann m.m, ikke-agressivt
Partikkelstørrelse: Ø maks 10 mm
Kapasitet: maks 23 - 28 m3/t
Løftehøyde: maks 15 -17 m
Maks senkedybde: 7 m
Arbeidstemperatur: 0 °C to +50 °C
Beskyttelsesklasse: IP 68
Tilkobling: 1"1/2
Nettilkobling: 1-fas, 230 V, 50 Hz
Kabellengde: 10 m

TEKNISK INFO
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SELECTION TABLE - DRENAG 1000-1200

DRENAG RANGE
SUBMERSIBLE PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE

Q m3/h

0 40 80 120 160 200

0 40 80 120 160 200 240 280

Q IMP gpm

Q US gpm

0 200 400 600 800 1000

0 2 4 6 8 10 12 14 16 18 Q l/s

Q l/min

0 8 16 24 32 40 48 56 64

0

4

8

12

16

20

22

H
m

H
kPa

0

40

80

120

160

200

240

H
ft

0

20

10

40

30

60

70

50

DRENAG 1600 - 2000 - 2500 - 3000

DRENAG 1400 - 1800

DRENAG 1000-1200

MODEL
Q= m3/h 0 3 6 9 12 15 18 24 30 36 42 48 54 60 66

Q=l/min 0 50 100 150 200 250 300 400 500 600 700 800 900 1000 1100

DRENAG 1000 M-T H
(m)

15.3 13.7 12.1 10.5 8.7 6.8 4.7

DRENAG 1200 M-T 17 15.4 13.8 12.4 10.7 9 7.3 3.3

DAB PUMPS reserves the right to make modifications without notice.
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MODEL Ø A Ø C D H H1 Ø
DNM

PACKING DIMENSIONS VOLUME
(m3)

WEIGHT
kgL/A L/B H

DRENAG 1000 215 175 71 413 385 1 ½” F 240 600 250 0.034 17

DRENAG 1200 215 175 71 413 385 1 ½” F 240 600 250 0.034 18.5

DRENAG 1000 - 1200 - SUBMERSIBLE PUMPS FOR DRAINING CONSTRUCTION SITE CLEAN AND SANDY WATER
Liquid temperature range: from 0 °C to +35 °C for domestic use - from 0 °C to +50 °C for the other uses.

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
W

P2 NOMINAL In
A

CAPACITOR
kW HP µF Vc

DRENAG 1000 M 1 x 220 V -240 V ~ 1.29 1 1.36 6 25 450

DRENAG 1000 T 3 x 400 V ~ 1.18 1 1.36 2.43 - -

DRENAG 1200 M 1 x 220 V -240 V ~ 1.85 1.2 1.6 7.5 30 450

DRENAG 1200 T 3 x 400 V ~ 1.65 1.2 1.6 3.24 - -

The performance curves are based on kinematic viscosity values =
 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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Stor vortex-lensepumpe i rustfritt stål for 
større oppgaver. Klarer partikler opp til 50 mm.  
 
  
Kraftig nedsenkbar sentrifugal lensepumpe i industrikvalitet. 
Godt egnet til jordbruk og industri. Pumpen er beregnet på 
kloakk og drenering, men kan også brukes til å løfte vann fra 
tanker, sjakter, groper eller elver, tømming av bassenger, dam-
mer o.l. Kan pumpe syrer og etsende væsker. Laget i rustfritt 
stål AISI 304.
Pumpen har 1-fas motor med innebygget termisk motorbe-
skyttelse. Kommer med 10 m kabel med støpsel for stikkontakt. 
Kan leveres med eller uten automatisk flotørbryter.

FEKA

TEKNISK INFO

Væske: Kloakk, rent eller tilsmusset vann, vann som 
inneholder sand eller jord, gråvann m.m, ikke-agressivt
Partikkelstørrelse: Ø maks 50 mm
Kapasitet: maks 24 m3/t (ved L-høyde 6,7 m)
Løftehøyde: maks 14 m 
Senkedybde: maks 7 m 
Arbeidstemperatur: 0 °C til +50 °C
Beskyttelsesklasse: IP 68
Tilkobling: 2"
Nettilkobling: 1-fas, 220-240 V, 50 Hz
Kabellengde: 10 m

12
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SELECTION TABLE - FEKA VS

FEKA RANGE
SUBMERSIBLE PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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FEKA 600

FEKA BVP

FEKA VS-VX
FEKA 2000

FEKA 1400/1800

FEKA GL

MODEL
Q= m3/h 0 3 6 9 12 15 18 24 30 36

Q=l/min 0 50 100 150 200 250 300 400 500 600

FEKA VS 550 M-T

H
(m)

7.4 6.9 6.2 5.6 4.1 3.2 1.8

FEKA VS 750 M-T 9.6 9.2 8.5 7.6 6.7 5.6 4.3 1.9

FEKA VS 1000 M-T 11.8 11.3 10.5 9.8 9 8 6.8 4.1

FEKA VS 1200 M-T 14 13.4 12.8 12 11.2 10.1 9 6.7

DAB PUMPS reserves the right to make modifications without notice.
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FEKA VX 550-750   ON  670 mm  OFF  270 mm
FEKA VX 1000-1200  ON  700 mm  OFF  300 mm

700 x 700

ON
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F

PORTABLE INSTALLATIONFIXED INSTALLATION

166

27

12
5

86

132

2" GAS

27

334

331

13
0

94

456

17
3

THREAD 2" GAS

MODEL A B D H H1 Ø
DNM

PACKING DIMENSIONS VOLUME
(m3)

WEIGHT
kgL/A L/B H

FEKA VS 550 203 170 172 492 98 2” F 240 600 240 0.034 16.3

FEKA VS 750 203 170 172 492 98 2” F 240 600 240 0.034 16.3

FEKA VS 1000 203 170 172 492 98 2” F 240 600 240 0.034 19.3

FEKA VS 1200 203 170 172 492 98 2” F 240 600 240 0.034 20.8

FEKA VS - SUBMERSIBLE PUMPS FOR LIFTING WASTE WATER
Liquid temperature range: from 0 °C to +35 °C for domestic use (EN 60335-2-41) - from 0 °C to +50 °C for the other uses.

MODEL
ELECTRICAL DATA

POWER INPUT
50 Hz

P1 MAX
W

P2 NOMINAL In 
A

I st.
A

CAPACITOR
kW HP µF Vc

FEKA VS 550 M-NA 1 x 220 V -240 V ~ 927 0.55 0.75 4.2 20 20 450

FEKA VS 550 M-A 1 x 220 V -240 V ~ 927 0.55 0.75 4.2 20 20 450

FEKA VS 550 T-NA 3 x 400 V ~ 900 0.55 0.75 1.64 11 - -

FEKA VS 750 M-NA 1 x 220 V -240 V ~ 1111 0.75 1 5.13 20 20 450

FEKA VS 750 M-A 1 x 220 V -240 V ~ 1111 0.75 1 5.13 20 20 450

FEKA VS 750 T-NA 3 x 400 V ~ 1038 0.75 1 1.94 11 - -

FEKA VS 1000 M-NA 1 x 220 V -240 V ~ 1469 1 1.36 6.63 31 25 450

FEKA VS 1000 M-A 1 x 220 V -240 V ~ 1469 1 1.36 6.63 31 25 450

FEKA VS 1000 T-NA 3 x 400 V ~ 1374 1 1.36 2.51 16 - -

FEKA VS 1200 M-NA 1 x 220 V -240 V ~ 1936 1.2 1.6 8.63 38 30 450

FEKA VS 1200 M-A 1 x 220 V -240 V ~ 1936 1.2 1.6 8.63 38 30 450

FEKA VS 1200 T-NA 3 x 400 V ~ 1865 1.2 1.6 3.44 22 - -

The performance curves are based on kinematic viscosity values = 
1 mm2/s and density equal to 1000 kg/m3. Curve tolerance according to ISO 9906.
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Nedsenkbar multi-impellerpumpe for brønn, 
tank, borehull m.m.  
 
  
Nedsenkbar multi-impeller pumpe. Automatisk versjon med 
flotørbryter. Ideell for bruk i regnvannsystemer og vanningssy-
stem, for å pumpe vann fra tanker, dammer, borehull  og brøn-
ner, og for andre systemer som krever høyt trykk. Tilgjengelig 
med 2, 3 eller 4 impellere. Tørrkjøringsbeskyttelse. Innebygd 
tilbakeslagsventil på utløpet. Enkel å bruke og meget pålitelig. 
Egnet for pumping av rent vann. Meget effektiv motorkjøling, 
slik at pumpen også kan benyttes bare delvis neddykket. Le-
veres med sugefilter i rustfritt stål, og 12 m strømledning med 
støpsel for stikkontakt. Maks diameter er 150 mm.

DIVER 6

Væske: Rent vann
impellere: 2 - 4 stk
Effekt: 0,55 - 0,75 kW
Kapasitet: maks 5,4 m3/t
Løftehøyde:  24 - 46 m
Maks senkedybde: 12 m
Arbeidstemperatur: 0 °C til +35°C
Beskyttelsesklasse: IP 68
Tilkobling: 1"
Nettilkobling: 1-fas, 230 V, 50 Hz
Kabellengde: 12 m

TEKNISK INFO
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DIVER 6
6” MULTI-IMPELLER SUBMERSIBLE ELECTRIC PUMPS

PERFORMANCE AT 50 Hz

MODEL

ELECTRICAL DATA HYDRAULIC DATA
P2 NOMINAL Q=m3/h 0 0,9 1,8 2,7 3,6 4,5 5,1 5,4

kW HP Q=l/min 0 15 30 45 60 75 85 90

DIVER 6 - 600 M-A 0,55 0,75

H
(m)

24 22 19,5 16,2 12,5 7,5 3,7 1,5

DIVER 6 - 700 M-A 0,65 0,88 36 32,6 28,5 23,6 17 9,5 4,6 1,8

DIVER 6 - 800 M-A 0,75 1 46 41 35,5 29,2 21,8 13,5 7,8 3,5

ELECTRICAL DATA AND DIMENSIONS

MODEL
ELECTRICAL DATA

A Ø B H H1 Ø
PACKING DIMENSIONS PACKING 

VOLUME
m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT 

50 Hz
P1
kW

P2 NOMINAL In
A L/A L/B H

kW HP

DIVER 6 - 600 M-A 1x230 V~ 750 0,55 0,75 3 150 52 350 293 1” 232 192 456  0,02 40 7,5

DIVER 6 - 700 M-A 1x230 V~ 900 0,65 0,88 3,8 150 52 375 318 1” 232 192 456  0,02 40 8,7

DIVER 6 - 800 M-A 1x230 V~ 1100 0,75 1 4,8 150 52 400 343 1” 232 192 456  0,02 40 9

The performance curves are based on kinematic viscosity values = 1 mm2/s and  
density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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DIVER 6
6” MULTI-IMPELLER SUBMERSIBLE ELECTRIC PUMPS

PERFORMANCE AT 50 Hz

MODEL

ELECTRICAL DATA HYDRAULIC DATA
P2 NOMINAL Q=m3/h 0 0,9 1,8 2,7 3,6 4,5 5,1 5,4

kW HP Q=l/min 0 15 30 45 60 75 85 90

DIVER 6 - 600 M-A 0,55 0,75

H
(m)

24 22 19,5 16,2 12,5 7,5 3,7 1,5

DIVER 6 - 700 M-A 0,65 0,88 36 32,6 28,5 23,6 17 9,5 4,6 1,8

DIVER 6 - 800 M-A 0,75 1 46 41 35,5 29,2 21,8 13,5 7,8 3,5

ELECTRICAL DATA AND DIMENSIONS

MODEL
ELECTRICAL DATA

A Ø B H H1 Ø
PACKING DIMENSIONS PACKING 

VOLUME
m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT 

50 Hz
P1
kW

P2 NOMINAL In
A L/A L/B H

kW HP

DIVER 6 - 600 M-A 1x230 V~ 750 0,55 0,75 3 150 52 350 293 1” 232 192 456  0,02 40 7,5

DIVER 6 - 700 M-A 1x230 V~ 900 0,65 0,88 3,8 150 52 375 318 1” 232 192 456  0,02 40 8,7

DIVER 6 - 800 M-A 1x230 V~ 1100 0,75 1 4,8 150 52 400 343 1” 232 192 456  0,02 40 9

The performance curves are based on kinematic viscosity values = 1 mm2/s and  
density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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Nedsenkbar multi-impellerpumpe med  
innebygd trykkbryterfor brønn, tank,  
borehull m.m.
 
  
Nedsenkbar multi-impeller pumpe med integrert elektronikk for 
automatisk av- og påkobling. Ideell for bruk i regnvannsystemer 
og vanningssystem, for å pumpe vann fra tanker, dammer, 
borehull  og brønner, og for andre systemer som krever høyt 
trykk. Tilgjengelig med 3 eller 4 impellere. Innebygd trykkbryter, 
styrekretskort og sensor. Tørrkjøringsbeskyttelse. Innebygd 
tilbakeslagsventil på utløpet. Enkel å bruke og meget pålitelig. 
Egnet for pumping av rent vann. Meget effektiv motorkjøling, 
slik at pumpen også kan benyttes bare delvis neddykket.  
Leveres med sugefilter i rustfritt stål, og 15 m strømledning 
med støpsel for stikkontakt. Maks diameter er 150 mm.

DIVERTRON

Væske: Rent vann
impellere: 3 - 4 stk
Effekt: 0,65 - 0,75 kW
Kapasitet: maks 5,4-5,6 m3/t
Løftehøyde:  36 - 46 m
Maks senkedybde: 12 m
Arbeidstemperatur: 0 °C til +35°C
Beskyttelsesklasse: IP 68
Tilkobling: 1"
Nettilkobling: 1-fas, 230 V, 50 Hz
Kabellengde: 15 m

TEKNISK INFO
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DIVERTRON
6” ELECTRONIC MULTI-IMPELLER PUMP

PERFORMANCE AT 50 Hz

MODEL

ELECTRICAL DATA HYDRAULIC DATA
P2 NOMINAL Q=m3/h 0 0,9 1,8 2,7 3,6 4,5 5,1 5,4

kW HP Q=l/min 0 15 30 45 60 75 85 90

DIVERTRON 1000 M 0,65 0,88

H
(m)

36 32,6 28,5 23,6 17 9,5 4,6 1,8

DIVERTRON X 1000 M 0,65 0,88 36 32,6 28,5 23,6 17 9,5 4,6 1,8

DIVERTRON 1200 M 0,75 1 46 41 35,5 29,2 21,8 13,5 7,8 3,5

DIVERTRON X 1200 M 0,75 1 46 41 35,5 29,2 21,8 13,5 7,8 3,5

ELECTRICAL DATA AND DIMENSIONS

MODEL
ELECTRICAL DATA

A Ø D H DNM
PACKING DIMENSIONS PACKING 

VOLUME
m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT 

50 Hz
P1
kW

P2 NOMINAL In
A L/A L/B H

kW HP

DIVERTRON 1000 M 1x230 V~ 900 0,65 0,88 3,8 150 30 450 1” 230 190 500 0,02 40 11

DIVERTRON X 1000 M 1x230 V~ 900 0,65 0,88 3,8 150 30 450 1” 230 190 500 0,02 40 11

DIVERTRON 1200 M 1x230 V~ 1100 0,75 1 4,8 150 30 480 1” 230 190 500 0,02 40 11

DIVERTRON X 1200 M 1x230 V~ 1100 0,75 1 4,8 150 30 480 1” 230 190 500 0,02 40 11

The performance curves are based on kinematic viscosity values = 1 mm2/s and 
density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

1000 1200

DAB PUMPS reserves the right to make modifications without notice.

19

SU
BM

ER
SI

BL
E 

PU
M

PS

DIVERTRON
6” ELECTRONIC MULTI-IMPELLER PUMP

PERFORMANCE AT 50 Hz

MODEL

ELECTRICAL DATA HYDRAULIC DATA
P2 NOMINAL Q=m3/h 0 0,9 1,8 2,7 3,6 4,5 5,1 5,4

kW HP Q=l/min 0 15 30 45 60 75 85 90

DIVERTRON 1000 M 0,65 0,88

H
(m)

36 32,6 28,5 23,6 17 9,5 4,6 1,8

DIVERTRON X 1000 M 0,65 0,88 36 32,6 28,5 23,6 17 9,5 4,6 1,8

DIVERTRON 1200 M 0,75 1 46 41 35,5 29,2 21,8 13,5 7,8 3,5

DIVERTRON X 1200 M 0,75 1 46 41 35,5 29,2 21,8 13,5 7,8 3,5

ELECTRICAL DATA AND DIMENSIONS

MODEL
ELECTRICAL DATA

A Ø D H DNM
PACKING DIMENSIONS PACKING 

VOLUME
m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT 

50 Hz
P1
kW

P2 NOMINAL In
A L/A L/B H

kW HP

DIVERTRON 1000 M 1x230 V~ 900 0,65 0,88 3,8 150 30 450 1” 230 190 500 0,02 40 11

DIVERTRON X 1000 M 1x230 V~ 900 0,65 0,88 3,8 150 30 450 1” 230 190 500 0,02 40 11

DIVERTRON 1200 M 1x230 V~ 1100 0,75 1 4,8 150 30 480 1” 230 190 500 0,02 40 11

DIVERTRON X 1200 M 1x230 V~ 1100 0,75 1 4,8 150 30 480 1” 230 190 500 0,02 40 11
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1000 1200
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Meget stillegående nedsenkbar fler-
stegspumpe i rustfritt stål, for brønn, tank, 
borehull m.m.  
 
  
Nedsenkbar flerstegspumpe for bruk til drikkevann og i regn-
vannsystemer og vanningssystem, for å pumpe vann fra tan-
ker, dammer, borehull  og brønner, og for andre systemer som 
krever høyt trykk. Egnet for pumping av rent vann. Kommer 
med flotørbryter og 20 m strømkabel med støpsel for stikkon-
takt. Maks diameter(uten flotør) er 138 mm.

PULSAR

Væske: Rent vann
Kapasitet: maks 7,2 m3/t
Løftehøyde:  maks 86 m
Maks senkedybde: 20 m
Arbeidstemperatur: 0 °C til +40°C
Beskyttelsesklasse: IP 68
Tilkobling: 1"1/4
Nettilkobling: 1-fas, 230 V, 50 Hz
Kabellengde: 20 m

TEKNISK INFO
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MODEL

ELECTRICAL DATA HYDRAULIC DATA

P2 NOMINAL Q=m3/h 0 1,2 2,4 3,6 4,8 6 7,2

kW HP Q=l/min 0 20 40 60 80 100 120

PULSAR 30/50 0,55 0,75

H
(m)

42 38,2 33,8 24,8 13,5 - -

PULSAR 40/50 0,75 1 56 51 45 33 18 - -

PULSAR 50/50 1 1,36 72 65,5 58 43,6 24,5 - -

PULSAR 65/50 1,2 1,6 86 78,5 70 52,8 29 - -

ELECTRICAL DATA AND DIMENSIONS

MODEL
ELECTRICAL DATA

H
mm

PACKING DIMENSIONS PACKING 
VOLUME

m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT

50 Hz
P1
kW

P2 NOMINAL In
A

CAPACITOR
L/A L/B H

kW HP µF Vc

PULSAR 30/50 M 1x230 V~ 0,94 0,55 0,75 4,5 16 450 562 690 220 165 0,037 20 17,3

PULSAR 30/50 T-NA 3x230 V~ 0,87 0,55 0,75 2,85 - - 562 690 220 165 0,037 20 17,3

PULSAR 30/50 T-NA 3x400 V~ 0,87 0,55 0,75 1,65 - - 562 690 220 165 0,037 20 17,3

PULSAR 40/50 M 1x230 V~ 1,12 0,75 1 5,2 16 450 562 690 220 165 0,037 20 17,5

PULSAR 40/50 T-NA 3x230 V~ 1,03 0,75 1 3,2 - - 562 690 220 165 0,037 20 17,5

PULSAR 40/50 T-NA 3x400 V~ 1,03 0,75 1 1,85 - - 562 690 220 165 0,037 20 17,5

PULSAR 50/50 M 1x230 V~ 1,45 1 1,36 6,5 25 450 630 690 220 165 0,037 20 18,5

PULSAR 50/50 T-NA 3x230 V~ 1,35 1 1,36 4,15 - - 630 690 220 165 0,037 20 18,5

PULSAR 50/50 T-NA 3x400 V~ 1,35 1 1,36 2,4 - - 630 690 220 165 0,037 20 18,5

PULSAR 65/50 M 1x230 V~ 1,70 1,2 1,6 7,8 30 450 657 690 220 165 0,037 20 19,5

PULSAR 65/50 T-NA 3x230 V~ 1,60 1,2 1,6 5 - - 657 690 220 165 0,037 20 19,5

PULSAR 65/50 T-NA 3x400 V~ 1,60 1,2 1,6 2,9 - - 657 690 220 165 0,037 20 19,5

PULSAR 50
5” SUBMERSIBLE MONOBLOC MULTISTAGE PUMPS

DNM 1"1/4 G

H

138 Ø

The performance curves are based on kinematic viscosity values = 1 mm2/s and 
density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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Din leverandør av vann- og varmeprodukter
VV Parts har over 30 års erfaring med varmeprodukter. Vi importerer fra store kjente 
europeiske produsenter, som leverer utstyr av høy kvalitet. VV Parts har stort fokus på 
miljø og er en miljøfyrtårn-sertifisert bedrift. I den senere tid har vi også lagt stor vekt på 
å tilby produkter som benytter fornyber energi. VV Parts leverer komplette, vannbårne 
gulvsystemer, varmepumper og viftekonvektorer (fan-coils). Vi kan tilby utallige tanker og 
kar. Vi har også automatikk og instrumenter, tilbehør og reservedeler. Nær sagt alt du 
trenger for å bygge eller utbedre et varmeanlegg. 
 
VV Parts er importør av DAB pumper, en av Europas ledende vannpumpeprodusenter.
Selskapet er eiet av Grundfos, men ble etablert i Veneto, Italia i 1975, og har produsert 
motordrevne pumper i mer enn 35 år. Pumpene har høy ytelse, kvalitet og holdbarhet 
og er tuftet på kontinuerlig forskning og innovasjon. I vårt sortiment finner du alt fra 
sirkulasjonspumper, for små og store varmeanlegg, til pumper for vannforsyning, 
trykkøkning, vanning, lensing og mye mer.

Vår erfaring er din trygghet!

Tlf. 69 26 46 50 www.vvparts.no

Vi er medlem av Grønt punkt. 
Innsamling og gjenvinning av 
brukt emballesje er et viktig 
samfunnsanliggende som Grønt 
Punkt Norge utforer på vegne av 
Norsk Returkartong og Plastretur.

VV Parts AS er Miljøtårn-sertifisert. 
Bedrifter og virksomheter som 
går gjennom en miljøanalyse 
og dereter oppfyller definerte 
bransjekrav, sertifiseres som 
Miljøfyrtårn. Miljøfyrtårn er 
et norsk, offentlig sertifikat. 
Ordningen støttes og anbefales av 
Miljoverndepartementet.
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